Classifying code or document type

ABB Oy PERFORMANCE DATA OF MACHINE AL ED D
MV Induction Machines F1PRp

Department/Author Date of issue Lang. Rev. date Our ref.
PIC/Kurucz 2003-02-06  En 7790HD300
Customer ref. Saving Ident Rev./Changed by Pages
NM 1.5 MW 4/6p 50 Hz A 1/20
Driven Machine: WTG
Machine type code AMH 500L4/6 BAH
Machine type Two speed Squirrel cage machine
Mounting designation IM 1001
Protected by enclosure IP 55
Method of cooling IC 7TA1W7
Insulation Class F
Standards IEC
Ambient temperature, max. 40 °C
Cooling water inlet temperature 40 °C
Cooling water flow 50 I/min
Altitude, max. 1000 m.a.s.l.
Duty type S1
Temp. rise Class B
Connection of stator winding Delta
Rated output 1500 kW
Voltage 690 V
Frequency 50 Hz
Speed 1518 rpm
Current 1395 A
Relat. starting current 4.3
Relat. maximum torque 1.9
No load current 279 A
Rated torque -9739 Nm
Load characteristics Load % Current A Efficiency % Power Factor
100 1395 97.1 0.90
75 1047 97.5 0.90
50 722 97.6 0.87
Direction of rotation Uni-directional
Weight of rotor 1700 kg
Total weight of machine 5500 kg
Inertia rotor / load 46.6 kgm2/ __ kgm?
Bearings Antifriction

This performance data is final and the motor will be manufactured accordingly. All machine data
is subject to tolerances in accordance with IEC.

MV Induction Visiting Address Postal Address Telephone Telefax
Machines Strombergintie 1 B P.O.Box 186 +358 10 222 000 +358 10 222 3565
HELSINKI FIN-00381 HELSINKI

Finland
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PERFORMANCE DATA OF MACHINE

Department/Author Date of

issue Lang. Rev. date

Our ref.

PIC/Kurucz 2003-02-06  En 7790HD300
Customer ref. Saving Ident Rev./Changed by Pages
NM 1.5 MW 4/6p 50 Hz A 12/20
Driven Machine:
Machine type code AMH 500L4/6
Machine type Squirrel cage machine
Mounting designation IM 1001
Protected by enclosure IP 55
Method of cooling IC 411
Insulation Class F
Standards IEC
Ambient temperature, max. 40 °C
Altitude, max. 1000 m.a.s.l.
Duty type S1
Temp. rise Class B
Connection of stator winding Delta
Rated output 400 kw
Voltage 690 V
Frequency 50 Hz
Speed 1008 rpm
Current 395 A
Relat. starting current 6.5
Relat. starting torque -1.0
Relat. maximum torque 3.2
No load current 151 A
Rated torque -3982 Nm
Load characteristics Load % Current A Efficiency % Power Factor
100 395 95.1 0.85
75 312 95.6 0.80
50 237 95.6 0.71

This performance data is final and the motor will be manufactured accordingly. All machine data

is subject to tolerances in ac

cordance with IEC.

MV Induction Visiting Address Postal Address
Machines Strombergintie 1 B P.O.Box 186

HELSINKI

FIN-00381 HELSINKI
Finland

Telephone
+358 10 222 000

Telefax
+358 10 222 3565




